
 

 

Protective Playground Surface Test Report 
Report Date: 12-1-2026     

There shall be one report for each play structure or functionally linked play structures and for each type of surface material.  Each test shall comprise of 
a minimum of 3 impact locations per playspace or type of surfacing material with three drops from the same height to the same point.  The report shall 
be descriptive enough to assist the user of the report in determining compliance with contracts and Standards.  The ASTM F1292-13, and CPSC doc 
325 set minimum values as the Gmax shall not exceed 200 and the HIC shall not exceed 1000 from the drop height stipulated by the owner/operator 
prior to purchase. 

Agency requesting the tests Site: Playground  Manufacturer/Supplier/Installer of Surface 

Name: Smart USD Name: Best E.S. Name:  LSI  Longhorns 

Address:  1140 Wise Owls Ave. Address: 1111 Sand Dr. Address:  

City: Austin    State: TX City: San Grande   State: TX City:              State: TX 
Zip:  78777           Zip:  78555            Zip:                    Country 

Contact name: Covered Liability Contact name:  Contact name: Alex 

Contact phone: 750-925-5100  Contact phone: 850-558-7335 office Contact phone:  

 

Date of test: 12-1-26              Test apparatus s/n: 30-10229 Triax2015  30-10204 Training Certificate # C664 

Description of surface(s):  Rubber tiles multi color. Some separation of the tiles – 1/8” in some areas. 

Type: Unknown Product name:  Date installed: 2019 Critical height:  

Thickness of surface material: 3.5” Maximum:  3.75” Minimum:  3.5” Average:  3.65” 

Accessible route  Width of accessible route met Yes Running slope met Yes Cross Slope met OK 
Seams: location: Ok Bonding to outer edge or curb: OK Level across seams: OK 

Fasteners: NA type: NA Condition: NA Use Zone met Yes Failures at NA 

Weather condition of test:    Sunny and warm Frozen:  Dry: X Wet:  

Surface condition  Good. Change in vertical height - Location  

Temperature: ambient air:    50 Surface temperature at the lesser of 1” or 50% of the depth of the surface:   51 

Reference pretest drops completed:  Yes Gmax within 5% of nominal Gmax: Yes  

Mats, walkways or ramps; NO number: NA Condition: NA Requires impact test:    NA 

Pictures (#1 - # 3); general playground See each drop – Yes test locations: 3 As directed by client -  

ASTM F1292 stipulates that the drop height for each test location shall be the greater of the critical height for the surface material, the fall height for the 
play structure as stated in the relevant playground Standard or the height specified by the owner/operator prior to purchase.  The drop height is 
physically measured.  The drops are performed from the same drop height to the same point on the surface. 

Drop # Drop height Drop location in relation to structure: Picture Velocity ft/sec Gmax HIC 

1 8’ Next to Overhead ladder. #1 22.7 122 761 

2     22.7 127 815 

3    22.7 120 741 

Av. 2&3     124 778 

       

1 8’ Out from the climbing wall. #2  22.7 126 829 
2    22.7 123 794 

3    22.7 122 758 

Av. 2&3     123 776 

       

1 8’ Next to the yellow climber on the back side. #3 22.7 130 874 

2    22.7 119 753 

3    22.7 120 811 

Av. 2&3  All drops passed and the safety surface is compliant.   120 782 

The results herein reflect the performance of the tested playground surface at the time of testing and at the temperature(s) and ambient conditions 
reported.  Performance will vary with temperature, moisture content and other factors. 

Test performed by: Craig Faitel Safe 2 Play – Certified Matters Authorized signature: Craig Faitel 833-388-1628 

This form is used under a license between the person performing the test and Canadian Playground Advisory Inc.  A list of licensed users can be 
viewed at www.playgroundadvisory.com and means their device is within calibration and their training is current. 
 
 
 

 

 

 

 

http://www.playgroundadvisory.com/


Pre-test drops: 

Drop Peak HIC Ft/Sec Angle Date Comment

19 161 801 14 4 12/1/2016 16:28  Pre-test drop for calibration                                                                               

20 159 773 13.9 2 12/1/2016 16:29  Excellent results

21 162 783 14 2 12/1/2016 16:31                                                                                  
 

Test results: 

Drop Peak HIC Ft/Sec Angle Date Comment

10 122 761 22.7 9 12/1/2016 13:38                                                                                 

11 127 815 22.7 1 12/1/2016 13:41                                                                                 

12 120 741 22.7 6 12/1/2016 13:42                                                                                 

13 126 829 22.7 5 12/1/2016 13:45                                                                                 

14 123 794 22.7 4 12/1/2016 13:46                                                                                 

15 122 758 22.7 4 12/1/2016 13:47                                                                                 

16 130 874 22.7 2 12/1/2016 13:51                                                                                 

17 119 753 22.7 2 12/1/2016 13:52                                                                                 

18 120 811 22.7 8 12/1/2016 13:53                                                                                  
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